RaxVision




Specifications

Display: 2.4-inch LCD

Magnification Ratio: 10x to 220x

Image sensor: 3 Mega Pixels

Photo size: 3M, 5M, 8M, 12M

Video size: 1080P, 720P, VGA

Video output: HDMI/TV/USB

Focus Range: Manual focus from 10mm to 50mm
Storage: Micro-SD card, up to 32G
Measurement: Yes, when working as a USB microscope
Light source: 6 LED (adjustable by control wheel)
Power source: Built-in Li-ion Battery or 5V DC-in
Battery working time: 1.5hrs

Battery charging time: 3hrs

Size: 110mm (H) x 80mm (L) x 55mm (W)
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Microscope Stand AC adaptor
Capture remote HDMI cable USB cable
TV cable Micro-SD card CD
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m Parts Names & Functions

1 | Up 10 | 2.4-inch LCD

2 | Down 11 | Focus wheel

3 | Setup 12 | HDMI-out

4 | OK (Confirm) 13 | 1/4-inch screw

5 | Power on/off 14 | TV-out

6 | LED Dimmer i DC: charge battery
USB: output to PC

7/ | Capture remote input | 16 | Photo/Video switch

8 | Charging indicator 17 | Capture

9 | Micro-SD slot 18 | Playback




